


Sr. No. Reference Volume/Clause Existing Criteria Proposed Criteria UPMRC's Reply

1

Clause no. 3.5 
Laboratory Testing
 Section-2 
Scope of work 
Page no. 89

3.5 All tests shall be performed as per IS:2720 (relevant
parts) and as per the directions of the Engineer-in-
Charge.  All lab tests should be conducted at Delhi.

Soil & Rock testing shall be conducted by bidder in-house
testing laboratory holding valid NABL accreditation under ISO
17025:2017 covering minimum 90% testing parameters of
soil & rock along with SPT (in-situ) mentioned in BOQ.
Calibration of all the instruments and their accessories shall be
done carefully and precisely.

Please refer Annexure-01
of Addendum No. 1

2

Clause no. 1.1 
Soil Investigation
 Section-2, Scope of work 
Page no. 83

1.1 SOIL INVESTIGATION
Bidder shall have ownership of minimum 10 nos. in-house
Hydraulic/Rotary drilling rigs & 10 nos. power winch/shell &
auger rigs.

As per Tender Condition.

3
Section-2 
Scope of work, Page no. 83

There are no dimensions mentioned for utility
identification in the NIT.

Please Clarify As per Tender Condition.

4
Section-2 
Scope of work 
Page no. 83

No labour accomodation space or location mentioned in
the NIT.

Please Clarify
As per clause 6.6 of GCC
of Tender document.

5
Section-2 
Scope of work 
Page no. 83

There is no design specified for barricading in the NIT. Please Clarify
Please refer Annexure-02
of Addendum No. 1

6
Section-2 
Scope of work, Page no. 83

The approach and permissions will be on contractor side
or on UPMRCL.

Please Clarify As per Tender Condition.

7
Please refer Annexure-01
of Addendum No. 1

8 As per Tender Condition.Whether the co-ordinates of the boreholes can be taken with the help of GPS or the whole survey wall shall be done.

LKGS-01: Detailed Geo-Technical Survey of East-West Corridor (Charbagh to Vasantkunj) including Depot at Hardoi Road for Lucknow Metro Rail Project Phase 1B.

Reply to queries : Tender LKGS-01

Perform the testing at our NABL accredited laboratory situated in Vadodra.



Sr.No.
Reference Clause/
Page No.

Clause in Existing Tender Document Revised Clause
Revised Clause placed as Annexure/
Pg. No.

1
Volume 1, Chapter 4
(ER & OS), Clause
3.5, Page 89

3.5 All tests shall be performed as per
IS:2720 (relevant parts) and as per the
directions of the Engineer-in-Charge. All
lab tests should be conducted at Delhi.

3.5 All tests shall be performed as per IS:2720 (relevant
parts) and as per the directions of the Engineer-in-Charge.
The bidder will bear all expenses for sampling,
witnessing and testing, whether at the manufacturer's
premises at source, at site or at any testing laboratory or
institution as directed by Engineer at his own cost. All
soil & rock testing shall be conducted by bidder at his
own cost in NABL approved lab having valid
accreditation under ISO 17025:2017.All lab tests should
be conducted in the state of Uttar Pradesh.

Please refer Annexure -01,
UPMRC/LKGC-01/Vol-1/ER & OS
Page  no. 89R & 90R.

2
Volume 1, Chapter 4
(ER & OS), Clause
3.7.5, Page 90

3.7.5 At least 5% soil testing as directed
by Engineer shall be conducted by
Laboratory holding current accreditation
under International Standard
Organisation/Bureau of Indian Standards.

3.7.5 At least 5% soil testing as directed by Engineer shall be
conducted by Laboratory holding current accreditation under
International Standard Organisation/Bureau of Indian
Standards.

Please refer Annexure -01,
UPMRC/LKGC-01/Vol-1/ER & OS
Page  no. 90R

3
Volume 1, Chapter 5
(Tender Drawings) 

Volume 1, Chapter 5 (Tender Drawings) 
2 No's of additional drawings "Detail of temporary barricading -
2M HT" & "Detail of temporary barricading - 1M HT" are
provided as Page 1 & Page 2 of Annexure-02.

Please refer Annexure -02,
UPMRC/LKGS-01/Volume-1/Tender 
Drawings

Summary Sheet of Addendum No.01:  LKGS-01
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plastic channel section.  Core shall be taken to maintain the direction of 

extrusion of sample same as while coring. 

Immediately after withdrawal from the core barrel, the cores shall be placed in 

a tray and transferred to boxes specially prepared for the purpose.  The boxes 

with a sturdy cover shall be made from seasoned timber or any other suitable 

material and shall be indexed on top of the lid as per IS:4078.  The cores shall 

be numbered serially and arranged in the boxes in a sequential order.  The 

description of the core samples shall be recorded as per IS: 4464.  Where no 

core is recovered, it shall be recorded as specified in the standard and the 

engineer should be informed so that remedial measures can be implemented . 

Continuous record of core recovery and POD to be mentioned in the log as per 

IS: 1315, Part-II.  All core boxes shall be transported and handed over to the 

Engineer on completion of each bore hole.  All core boxes shall be 

photographed and the photos attached to the Report.  The photographs shall 

show the rock core box clearly labelled indicating project name, borehole 

number, depth stored in the core box and the serial number of the box for the 

borehole (e.g. box 2 of n). 

3.0 LABORATORY TESTING 

3.1 At the completion of the borehole the field log should be transmitted to the 

engineer within 24 hours.  The engineer will assign a laboratory test programme 

for the samples of that borehole within 3 working days after receipt of the field 

log. 

3.2 These boreholes are to be conducted for confirmation of data available and for 

finding out the depth of rock profile at certain locations.  As such the testing of 

samples has to be carried out in a meticulous manner.  Availability of testing 

facilities as directed is a must and a visit to the laboratory may be made by GC 

representative before accepting any offer given by any Tenderer. 

3.3 The Engineer may visit to observe tests of soil as well as rock in the laboratory. 

3.4 Necessary laboratory tests shall be conducted on selected samples in consultation 

with the Engineer-in-Charge. For this purpose, all undisturbed samples shall be 

entered on the proforma shown in Annexure-4 Codes and submitted, in triplicate, 

to the Engineer with records of the field bore logs. 

3.5 All tests shall be performed as per IS: 2720 (relevant parts) and as per the 
directions of the Engineer-in-Charge.  The bidder will bear all expenses for 

ANNEXURE 01
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sampling, witnessing and testing, whether at the manufacturer's premises at 
source, at site or at any testing laboratory or institution as directed by 
Engineer at his own cost. All soil & rock testing shall be conducted by bidder 
at his own cost in NABL approved lab having valid accreditation under ISO 
17025:2017. All lab tests should be conducted in the state of Uttar Pradesh. 

3.6 Testing of Rock Samples : Selected core samples shall be tested in the laboratory 
for hardness/crushing and shear strength, test samples shall be chosen so as to 
include joints, fissures etc. as far as possible. 

3.7 Laboratory Tests 
3.7.1 Tests as indicated in this specification and as called for by the Engineer, shall be 

conducted as per the Schedule of Quantity. 
3.7.2 Direct shear and triaxial tests shall both be conducted at same depth for same 

material obtained from one sampler at least at two locations in each bore hole to 

find out the values of cohesion and the angle of shearing resistance.  The tests 

shall be carried out for all conditions and their specific engineering significance 

should be maintained.  However, condition of test i.e., unconsolidated undrained 

consolidated drained etc. shall be as per specific instructions from Engineer. 

3.7.3 Type and location of other tests shall be decided by the Engineer.  It shall be the 

duty of the contractor to obtain details of locations and type of tests from the 

Engineer before starting boring for a particular borehole.  The Engineer shall 

however be free to change these locations if so warranted by site conditions. 

3.7.4 The analysis of above data shall include calculation for self standing height, de-

watering requirements including capacity of pumps and number of pumps and 

shall be included in report in detail. 

3.7.5 At least 5% soil testing as directed by Engineer shall be conducted by Laboratory 
holding current accreditation under International Standard Organisation/Bureau of 
Indian Standards. 

4.0   REPORT 

On completion of field and laboratory work, for every km, a draft factual report in 

triplicate, shall be submitted in supplicate incorporating the following: 

 4.1 A complete description of the soils and rocks encountered, along with in situ test 

results and the sample type and depths. 

4.2 Procedure of investigation employed. 

4.3 Detailed borehole logs, laboratory and field test results, both in tabular as well as 

in graphical form, and a plan showing locations and reduced levels of bore holes 

and other tests shall be submitted in soft copy in excel work sheet and hard copy. 

4.4 Soil classification curves including Table indicated D10, D30, D60 size uniformity 

coefficient etc.  These figures should be made on Auto CAD and submitted. 
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